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The  aim  of  this  paper  is  to  develop  an  experiment  and  a  procedure  to 
investigate  the  restoration  of  water‐damaged  paper  and  archival  materials 
using freeze‐drying in order to allow a reproducible test and comparison of the 
influence of different operating conditions on drying  time and  restored paper 






















Today  there  is  a  growing  interest  in  finding  an  effective  method  for  the 
preservation  and  the  recovery  of  soaked  archival  and  librarian  materials. 
Water‐damaging of paper can be due to different causes: direct ones, including 
floods,  torrential  rains,  breaking  of  hydraulic  or  conditioning  systems  and 
indirect ones, as a consequence of fire extinguishment. In both cases, the main 
damages  produced  by  water  are  absorption  and  swelling,  cockling, 
microbiological  infection,  adhesion  of  leaves,  migration  of  inks  and  dyes, 
distortion  (McCleary,  1987). Manual  recovery  can  give  good  results  but with 
high  costs  and  the  process  is  very  slow;  thus,  different  drying  methods  as 
vacuum  drying,  freeze‐drying,  microwave  and  extraction  with  solvent  have 
been proposed in the past (Flink and Hoyer, 1971; Flink, 1972; Flink et al., 1977; 
Thomas  and  Flink,  1975;  Cunha,  1977;  Fischer,  1977;  Sugarman  and  Vitale, 
1992).  
  Freeze‐drying  is  a  two  steps  process:  firstly,  the  product  is  frozen,  and 
thus the degrading processes caused by the free water is stopped; then, the ice 
is removed by sublimation. The use of this technique allows to process a large 
amount  of  wet  material  without  further  damages  and  can  be  economically 
advantageous in comparison to manual recovery. Unfortunately, in many cases, 
there is not an appropriate dialogue between scientists and paper conservators. 
Scientists do not know  the restoring  techniques and  the related problems and 






samples;  this  step  is  necessary  to  assess  the  validity  of  the  proposed 





3) applying  freeze‐drying  to  water‐soaked  samples  to  restore  the  dried 
condition;  the  data  will  be  valuable  to  highlight  real  behaviour  in 
evaporative drying and to validate modelling results; 
A simple model  is employed  in  this work  to predict  the  time evolution of  the 







Modern  blank  paper,  size  A4,  80  g/m2  (produced  by  Burgo,  San  Mauro 
Torinese,  Italy)  is used. Reams are  cut  to obtain  sheets with dimension of  42 





‐  conditioning  of  dry  samples  at  controlled  temperature  (27°C)  and  relative 
humidity  (43.16%),  according  to  the  suggestions  of  Greenspan  (1977):  the 
paper  sheets  are  placed  on  the  ceramic  support  of  a  laboratory  drier 
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containing  an  aqueous  solution  of  potassium  carbonate  that  allows 
maintaining the desired conditions of humidity; 
‐ soaking in distilled water at 27°C for 18 hours;  
‐  drainage:  the  soaked  samples  are  placed  for  5  hours  in  a  box  where  the 
atmosphere is saturated with water vapour and allowed to drain. 
This procedure  is similar  to  that proposed by Capolongo and Barresi  (2004): a 
new  experimental apparatus  is used  to overcome or, at  least,  to  reduce  some 
technical difficulties  and problems  connected with  an  accurate  acquisition  of 
the data. The new apparatus (Figure 1) consists of a plastic cylinder half filled 
with distilled water and closed with a cover. The samples are put in four little 
cages  (70  x  25  x  50  mm)  stuck  on  the  cover;  the  cages  held  the  samples  in 
position without pressing. By  overturning  the  cylinder  it  is possible  to make 
alternately  soaking  and  drainage  in  saturated  air  in  this  same  apparatus.  To 
avoid sheet raising during the drying, a wire net (12 mm mesh) is used to cover 




A paper  sample partially dried presents dried external  sheets and an  internal 
core still  frozen. In order  to evidence  the progress of  the drying and  to obtain 
data for model validation it is important to fix and evaluate the position of the 
interface at different  times. In  the proposed method a dye  is used  to visualize 
the two zones quickly and permanently; to do this we need:  






















the  pressure  in  the  drying  chamber,  the  temperature  and  the  mass  of  the 
samples.  Soaked  samples  are  dried  through  “evaporative  drying”,  a  process 
consisting  of  a  rapid  decrease  of  the  pressure  which  causes  a  rapid  liquid 
evaporation  and  thus  freezing.  This  type  of  procedure  can  be  advantageous 












Mass  measurement  is  very  important  to  establish  the  drying  kinetics  and  is 
studied in two ways:  
1) using  off‐line  measurement,  i.e.  stopping  freeze‐drying  cycles  at  different 
times (before complete drying is obtained) and then weighing the samples to 
evaluate  the  amount  of  water  sublimated;  at  the  same  time,  using  the 
procedure previously described, it is possible to evidence the shape and the 
size of  the  frozen core and  to evaluate  the residual moisture  in  the  top and 
bottom sheets; 
2) using  in‐line measurement,  thanks  to a  special balance  (Vallan  et al., 2005; 
Vallan, 2007) placed in the drying chamber. Conventional electronic balances 
are  not  conceived  to  work  inside  a  freeze  dryer,  at  low  temperature  and 
under  vacuum;  moreover,  the  measure  can  be  affected  by  several 
disturbances,  like  buoyancy  effects,  vibrations,  gas  flows  and  temperature 
gradients. Finally, a balance can weigh a reduced amount of substance, that 
can be not representative of  the  full process and  the balance  itself can alter 
the  behaviour  of  the  sample.  The  balance  used  in  this  work  employs  a 
mechanical  lifting  system  to  rise  ‐  and  then  release  ‐  the  sample when  the 
mass measurement has to be carried out. The mass measurement is obtained 
by  means  of  a  general  purpose  load  cell  that  is  connected  between  the 
moving plate and  the  lifting system. This solution  is effective as  it does not 
affect  significantly  the  average  heat  transferred  by  conduction,  even  if  a 
special  attention  has  to  be  paid  in  order  to  maintain  unchanged  the  heat 
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exchanged by radiation. This represent a remarkable innovation with respect 
to  other  available  devices,  that  require  to  remove  the  sample  using  a 
manipulator  or  that  alter  the  thermal  transfer  between  the  shelf  and  the 
weighed  samples. The original design of  the balance has been modified as 
the balance has to weight blocks of papers and not vials: to this purpose, the 
samples  are  now  placed  over  a  plate  connected  to  the  lifting  system.  The 











amount of adsorbed water by a  conditioned dry  sample  in  the old apparatus 
(Capolongo and Barresi, 2004) and in the new one. The comparison of the two 
series of data evidences the improvements obtained with the new experimental 
apparatus:  the experimental error  is  reduced,  the saturation  is  reached after 8 
hours  and  the  system  exhibits  a  better  stability.  These  results  and  the  better 
reproducibility  can  be  explained  because  the  new  apparatus  reduces  the 
manipulation of the samples. Experimental results have evidenced that in order 
to get good  and  reproducible  results  it  is  important  to  avoid  the presence of 
small  gas  bubbles:  air  represents  an  obstacle  to  water  absorption  by  the 
samples.  In  Table  1  it  is  possible  to  see  the  final  values  of  adsorbed  water 
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obtained with  the  two apparati considered:  the amount  is  increased when  the 
sample  is  agitated,  thus  allowing  the  release  of  air.  In  this  conditions 




A  preliminary  set  of  experiments  has  been  carried  out  in  order  to  test  the 
proposed procedure for the determination of the dry paper/ice interface during 
freeze‐drying;  in particular,  the  aim  of  this  test  is  to  verify  if  significant dye 
diffusion  can  take place  in  the  sample,  thus altering  the determination of  the 
interface. The  ice  core  has  been  simulated using  a wax  spot which  creates  a 
transparent spot that can be easily detected on a dry paper. The sample is firstly 
immersed  in water and then  in the dye solution: the wax  is  insoluble  in water 
and the liposoluble dye can colour only the wax spot. In this way it is possible 




Figure  3:  a  well‐defined  interface  and  an  effective  sample  tomography  are 
obtained. 
The possibility of visualising  the  ice shape  (and consequently  the drying 
kinetics of the sample) in a permanent way  is of paramount importance. After 
the  freeze‐drying  is  stopped  and  the  samples  are  treated  with  dye  which 
colours the part at least partially dried, while the zone corresponding to the still 
frozen  core  remains  blank. After  completion  of  the  drying,  the  sheets  of  the 
paper  block  are  examined;  the  central  one  is  shown  in  Figure  4  at  different 
drying  times. Looking  at  the  images obtained we  can  appreciate how  the  ice 
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core shrinks progressively. In particular it is important to underline that the ice 
core  inside  the  paper  block  maintains  initially  a  rough  rectangular  shape, 
confirming  previous  literature  data  (Carapelle  et  al.,  2001;  2002)  and  only 
toward  the end of primary drying  rounds off. Thanks  to  this method, we can 
also  identify  the  end  of  primary  drying  and  of  the  whole  process.  In  fact, 




Soaked  samples  processed  by  evaporative  drying  are  completely  dried  in  16 
hours.  In  Figure  5  the  temperature  profiles  of  shelf  and  product  during  the 
process are shown:  these measurements confirm  that  the product  temperature 
at h=0 and h=1, i.e. at the bottom and at the top of each sample, are higher than 









inside  the  freeze‐dryer  chamber. The  curve  (Figure  6)  is  compared with data 
obtained using off‐line measurements and evidences good agreement between 
the two series of data. In the first hour of the process a great quantity of water is 
removed  quickly;  then,  a  progressive  decrease  of  the  sublimation  rate  is 
observed. This  is  justified  considering  that  the dried  layer  constitutes  a mass 
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transfer  resistance, which  is  an  obstacle  to  the  passage  of  the water  vapour. 
After 14 hours the sample mass is comparable to the conditioned dry one but, in 
reality,  an  ice  core  can  still  be  found  inside  the  paper  block.  The 
contemporaneous  development  of  primary  and  secondary  drying  makes 
external  sheets  completely  dried  while  the  core  is  still  frozen:  the  core 





paper  block  is  divided  into  three  layers:  the  core  still  frozen  and  the  two 
extremities  completely  dried.  For  every  layer  the  humidity  (by  gravimetrical 
method) and  the number of dried sheets are measured  in order  to have more 
information about  the drying kinetics of soaked paper. The data are shown  in 





dying  occurs  in  4  hours  for  the  sheets  in  the  lower  layer;  the  final  average 
humidity  value  is  equal  to  0.6  ±  0.03  %,  after  20  hours  of  drying.  As  a 
consequence  of  simultaneity  of  primary  and  secondary  drying,  the 
experimental  results  suggest  that  it  is  difficult  to  interrupt  freeze‐drying  in 
order  to  obtain  completely  dried  paper  having  a  4‐5%  of  residual  moisture. 
Over‐drying  is  unavoidable  and  reconditioning  is  recommended  before 





An  extended  experimental  investigation  is  required  in order  to point out  the 
influence of the various operating conditions on the results that can be obtained 
(in particular on  the  time  required  to  complete  the primary drying), but  it  is 
time  consuming,  expensive  and  it  is  not  the  main  goal  of  this  work.  In  the 
literature about freeze‐drying it is possible to find a lot of papers discussing the 
role  of  the  various  operating  parameters  (namely  shelf  temperature  and 
chamber pressure) of a drying process and the result is that the optimal value of 
these  parameters  is  generally  dependent  on  the  particular  case  under 







of  ice  content  in  the  sample  as a  function of  time:  after  a  short  initial period 
where quick evaporation occurs, the ice core inside the sample sublimates. This 
is a  slow process, mainly  ruled by heat  transfer within  the  sample. The main 
hypothesis of the model are: 








are reported  in the Appendix. Figure 4 compares the  interface between the  ice 
core  and  the  dried  paper  obtained  at  various  times  during  the  evaporative 
drying  process  with  the  predictions  of  the  model,  evidencing  the  good 
agreement;  similarly,  Figure  6  compares  the  experimental  values  of  the 











in  order  to  avoid paper damaging  (a value  of  30°C  can be  considered  a  safe 
limit  for  most  common  type  of  papers).  Also  the  pressure  of  the  chamber 
should be optimized:  low values of  the pressure  increase  the driving  force  for 





a  sample  (having  the dimensions of  the paper  investigated  in  this work) as a 
function  of  its  thermal  conductivity  (that  can  change  depending  of  the 
characteristics of  the paper) and of T;  the values of  the conductivity  that are 
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used  to  calculate  the  curves  of  Figure  9  are  typical  of  wet  paper  samples 
(Nederveen  and  Finken,  1992).  A  chart  like  this  can  be  easily  calculated  by 
means of the simplified model of Carapelle et al. (2001) and can thus be used to 
find  out  the  optimal  working  conditions  for  the  process.  These  curves  are 
obtained  for  our  sample.  Shorter  time  interval  are  required  if  the  sample  is 
small,  thus,  in  real  case  of wet paper,  it  is preferable  to  freeze  the papers  in 
several small packages than in one large sample. The practical recommendation 










ii)  an  effective  method  to  show  the  ice  shape  in  the  samples  during  freeze‐
drying has been assembled in our laboratory. A liposoluble dye, employed in 
the  tests,  puts  in  evidence  the  geometry  of  the  ice  core  and  its  evolution 
during  freeze‐drying.  This  result  is  very  important  because  it  allows  the 
visualization of the ice sublimation and it gives useful information about the 
ice quantity in a certain time instant;  
iii)  evaporative  drying  has  been  demonstrated  to  be  effective  in  completely 
drying the soaked paper without excessive damaging.  
Moreover, as a consequence of simultaneity of primary and secondary drying 
and  the  short  duration  of  the  latter,  the  results  obtained  suggest  that  it  is 
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difficult  to  interrupt  the drying process  in order  to get dried paper having  a 
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Table 1   Comparison  between  the  percentage  of  the  adsorbed 
water obtained in the apparatus of Capolongo and Barresi 






































Figure 4   evolution  of  ice  interface  in  the middle  sheet  (h  =  1/2)  of  the 







Figure 6   Amount  of  sublimated  water  as  a  function  of  drying  time 











Figure 9  Influence  of  the  temperature  difference  between  the  ice  core 
and the heating plate (T) on the time required to complete the 





Appendix  ‐ Details  of  the  calculations made  using  the  phenomenological 
model by Carapelle et al. (2001) 
 
If  X,  Y  and  Z  are  the  dimensions  of  the  sample  and  x,  y  and  z  are  the 
dimensions  of  the  ice  core,  the  variation  of  the dimensions  of  the  ice  core  is 
given by: 
, ,
2 2 2 2 2 2





yZ z YR R
X x X x
= = = =                   (2) 
Therefore: 


















XS xy x R R X                 (5) 
As a consequence, the heat flux can be calculated as: 
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XR XQ k T
t XZ R X
                (6) 
Thus, the time required to sublimate 1 g of ice is given by: 
é ùæ ö÷ê úç- -D ÷ç ÷çê úè øë û=
















r-- = 1ʹV V                         (8) 
where  is the density of ice (g m‐3). From eq. (1) ‐ (3) it comes that: 
r-- =3 1ʹ ʹ ʹYX ZXx R R x y z                     (9) 
and,  as  the  ice  core  keeps  the  same  shape  and  the  same  proportions  as  the 
original sample, we can write: 
 3 3 1ʹYX ZXR R x x                       (10) 
being  ʹ ʹ, ʹ ʹZX YXz R x y R x  . Let us call now ʹ2
x xx   . We can write: 
ʹ
2 2
x xx                           (11) 
If  ʹX  is the position of the ice core at time t’, we have: 
ʹx X X                            (12) 
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X XX X
R R 
                       (15) 
Thus, using eq. (7) and (15) in an iterative way we can calculate the time needed 
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